MODEL BROJ RADNIH TELA TEZINA SNAGA TRAKTORA

Teski sp. 2.0 m 21 550 kg Do 40 KS
Tedki sp. 2.5 m 26 680 kg 40-60 KS
Tedki sp. 3.0 m 31 780 kg 60-80 KS
Teski sp. 3.5m 36 980 kg 90-120 KS
Teski sp. 4.0 m 41 1.150 kg 90-125 KS
Teski sp. 4.5 m 46 1.350 kg 100-130 KS
Teski sp. 5.0 m 51 1.650 kg 110-140 KS
Teskisp.5.5m 56 1.780 kg 120-160 KS
Teski sp. 6.0 m 61 2.130 kg 150-180 KS
Teski sp. 6.5 m 66 2.180 kg 165-220 KS
Teski sp. 7.0 m 71 2.340 kg 180-210 KS
Teskisp. 7.5 m 76 2.520 kg 180-230 KS
Teski sp. 8.0 m 81 2.630 kg 190-230 KS
Teski sp. 8.5 m 86 2.700 kg 190-250 KS
Teski sp. 9.0 m 91 2.750 kg 210-270 KS
Teski sp. 9.5m 96 2.830 kg 220-290 KS
Teski sp. 10.0 m 101 2.900 kg 260-310 KS
Teski sp. 10.5m 106 3.030 kg 270-320 KS
Teskisp. 11.0m 112 3.100 kg 280-330 KS
Teski sp. 12.0 m 121 3.180 kg 290-350 KS
Teski sp. 13.0 m 131 3.300 - 4100 kg 320- 380 KS
Teski sp. 14.0 m 141 3.800 - 5100 kg 360-410 KS

Teski sp. 15.0 m 151 4.100 - 5300 kg 390-500 KS



